VIULITE® PANELS REQUIRED
FOR FEASIBILITY CHARTS, PLEASE REFER TO VL 1.6

GLASS SIZE

<table>
<thead>
<tr>
<th>QTY</th>
<th>WIDTH</th>
<th>HEIGHT</th>
</tr>
</thead>
</table>

FRAMES MUST BE SQUARE, PLUMB AND LEVEL

OPERATOR: KNOB - (MOUNTED ON TOP RAIL)
(ALL AVAILABLE ON BOTH SIDES;
CONTACT UNICEL FOR MORE INFORMATION)

SLAT OPERATION: TILT-ONLY

AIR SPACE: 27/32" (21.4mm)  BRIDGE ARGON  AIR

SLAT WIDTH: 1/2" (12.5mm)

SLAT COLOR:
- S102 WHITE
- S157 SILVER
- S125 BEIGE

SPACER: WARM-EDGE; BLACK RAL9005

OPERATOR COLOR:
- WHITE
- LIGHT GRAY

INTERIOR GLASS:

EXTERIOR GLASS:

GLASS HEIGHT

MIN. CLEARANCE 6.4mm REQUIRED 1/4"

SETTING BLOCK L/4 BY OTHERS

EXTERIOR GLASS

INTERIOR GLASS

WARM-EDGE SPACER

BLACK SILICONE

TYPICAL BITE REQUIRED

Unicel Architectural Corp.
2155 Fernand-Lafontaine
Longueuil • Québec • J4G 2J4 • Canada

T: 800.668.1580 | 450.670.6844 • F: 866.496.2628 | 450.670.7144
E: unicel@unicelarchitectural.com • www.unicelarchitectural.com

Unicel Architectural Corp. 11-2017